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ABSTRACT 


Concatenated coding has been adopted by the National Aeronautics and Space 
Administration of the United States of America for interplanetary space missions. 
NASA's Jet Propulsion Laboratory is employing concatenated coding with a convolu** 
tional inner code and a Reed-Solomon outer code for spacecraft telemetry. 

This paper compares conventional RS encoders with those that incorporate two 
ingenious architectural features due to E. R. Berlekamp. Berlekamp’s architecture 
approximately halves the number of multiplicaticns of a set of fixed arguments by 
any RS codeword symbol. The fixed arguments and the RS symbols are taken from a 
nonbinary finite field. Each set of multiplications is bit-serially performed 
and completed during one (bit-serial) symbol shift. Berlekamp' s architecture 
eliminates all firmware employed by conventional RS encoders. 
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I. BACKGROUND 


Reed-Solomon (RS) codes are a special case of the nonbinary generalization 
of Bose-Chaudhuri-Hocquenghem (BCH) codes. They are among the Maximum Distance 
Separable (MDS) codes which realize the maximum minimum Hamming distance possible 
for a linear code (Refs. 1 and 2). The interest in RS codes was primarily 
theoretical until the concept of concatenated coding was formulated and first 
Introduced in Ref* 3. Concatenated coding has been adopted by the U*S. National 
Aeronautics and Space Administration (NASA) for interplanetary space missions 
(see Fig* 1). The Inner code Is a convolutional code» whereas the outer code Is 
an RS code* The application of concatenated coding to NASA's Jet Propulsion 
Laboratory (JPL) spacecraft telemetry with a convolutional inner code and an RS 
outer code was flrbt proposed and analyzed In Ref. A* This was followed by a 
contract study: "Concatenated RS/Vlterbi Channel Coding for Advanced Planetary 

Missions: Analysis, Simulations and Tests." Reference 5 Is the final report of 

that study* Reference 6 presents a discussion of the Viterbl decoder which serves 
as a maximum likelihood decoder of the Inner convolutional code. 

An Investigation undertaken at JPL of alternative communication systems for 
downlinking Imaging and general science data appears In Ref. 7* This resulted In 
the adoption of concatenated RS/convolutional coding for imaging data from the 
Voyager spacecraft as a backup beyond Saturn encounter. Imaging data from the 
Galileo spacecraft will also be subjected to RS/convolutional coding. This 
decision Is a consequence of the foregoing and subsequent Investigations as 
exemplified In Ref. 8* 

Concatenated RS/Vlterbl channel performance tests were made at JPL using 
simulation of Ideal and nonideal receiver system models. The results of these 
tests led to the adoption of RS/convolution coding for the NASA spacecraft of the 
International Solar Polar Mission (ISPM) (see Ref. 9). The same coding has since 
been adopted for the European Space Agency (ESA) spacecraft for ISPM. Experimental 
results of RS/Vlterbi channel coding on system performance and its impact on deep 
space transmission of Imaging Information appears in Ref. 10. When used as an 
outer code, protection Is provided against errors emanating from the inner Viterbl 
decoder. Viterbl decoding errors tend to occur in bursts whereby relatively few 
RS symbols are affected. The expected burst length and the density of bit errors 
within a burst bear some relation to the channel's slgnal-to-nolse ratio. A 
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performance analysis of the Interleaved (255, 223) RS code in combating Viterbi 
decoding errors is given in Ref* 11* 


II. PARAMETERS AND PROPERtlES OF RS CODES 


The class of Reed-Solomon codes of interest for practical considerations has 
the followii^g parameters: 


J 

N « 
E 

2E 
K - 
I 


2"-l 


N-2E 


the number of bits per symbol 

the total number of symbols per RS codeword 

the symbol error correction capability 

the number of symbols representing checks 

the number of symbols representing information 

the depth of symbol interleaving. That is, within a sequence of 

NI symbols comprising I RS codewords, consecutive symbols of a 

given RS codeword are separated by 1*1 symbols belonging to other 

codewords 


Note that J, £, and I are independent parameters. 

The symbols ofan(N,K) RS code are taken from a finite field of 2*^ elements 
referred to as a Galois Field of order 2*^ or simply GF(2'^) (see Refs, i and 2). 
Every pair of distinct N*symbol codewords differs In at least 2E + 1 symbols. 

Thus an (N,K) RS code has a minimum Hamming distance of 2E +1 and is E symbol 
error*correcting. A received word with any combination of E or fewer symbols in 
error will be correctly decoded, whereas a received word containing more than £ 
symbols in error will be incorrectly decoded with a probability of less than one 
chance in E factorial (i.e., E!). 

Erroneous symbols of a received word confined to a region of E consecutive 
symbols or less are correctable. In terms of bits, a burst-error of length J(E-l) 
-f 1 bits can affect at most £ contiguous symbols. Hence all bursts of length 
J(E-l) -f 1 bits or less are correctable. Symbol interleaving to a depth of I 
results inan(NI,KI) code which inherits its properties from the (N,K) RS code. 

Each of the 2E symbols of an(N,K) RS codeword is a distinct linear combination 
of information symbols. Thus RS codes are linear. An (NI,KI) code is comprised of 
Ki information symbols over which 2EI check symbols are computed. Every I— 

/mbol, starting with symbol 1,2,«**, or I, belongs to the same (N,K) RS codeword. 
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Symbol interleaving to a depth of I increases the burst-error correction capabil- 
ity to length J(EI-l) + 1 bits. If a received word of an(NI»KI) code contains a 
burst of length J(EI-l) + 1 bits or less» the number of erroneous symbols belong- 
ing to the same N-symbol word will not exceed E. Upon deinterleaving, each of the 
I N-symbol words will thus be correctly decoded. 

Linearly combining any two codewords, not necessarily distinct, of a given 
(N,K) KS code results in a codeword. Each codeword may be viewed as a vector 
whose components (referred to as symbols) are field elements taken from GF(2'^). 
Scalar multiplication and vector addition follow from the binary operations of 
**mult iplicat ion** and ’’addition** on the field elements. The foregoing is a re- 
statement of the linearity of RS codes. 

Every cyclic permutation of the symbols of an(N,K) RS codeword is a codeword. 
Thus RS codes are cyclic. Note that all cyclic codes are linear but the converse 
does not held. Because of the cyclic property of an(N,K) RS code, it can be 
characterized bv a generator polymonial g(x). The degree of g(x) is 2E, the 
number of check symbols. And g(x) has 2E distinct roots which are consecutive 
integer powers (excluding zero) of a primitive element in GF(2'^). 

Cyclic codes have a well-defined mathematical structure. Furthermore: 
encoders and decoders of cyclic codes are implementdole by means of feedback 
shift registers (FSRs). However, unlike Bose-Chaudhur i-Hoquenghem (BCH) codes, 

RS codes are nonbinary. Thus each stage of the FSR must be capable of storing 
any one of 2^^ J-bit symbols. Solid-state random-access memories (RAMs) are 
commonly used to serve as nonbinary FSR stages. 

The Hamming weight enumerator for MDS codes (hence RS codes) is well known. 
’’Separable” (in Maximum Distance Separable, MDS) and ’’systematic’* are synonymous 
terms for codes whose information symbols occupy leading adjacent positions and 
are followed by check symbols. See Refs. 1, 2, and 6 for a detailed treatment 
of BCH and RS codes. 


III. MATHEMATICAL CHARACTERIZATION OF RS CODES 


Consider an (N,K) RS codeword 


^N-lS-2 




2E+1 ^2E 


Cq, where C^ c GF(2 ) 


• • • 


(i) 



The polynomial 


PAGE IS 


C(x) - + ... + + C2g_ix2®-1 + 




■) 


over GF(2'^) Is termed a codeword polynomial. Every codeword polynomial contains 


b+2E-l 2E 

g(x) * (x“Y^) - ^ G^x^ 

j*b i“0 (3) 


the generator polynomial of the code as a factor. Note that y is any primitive 
element in GF(2‘^) and 2E consecutive powers (excluding zero) of y (i.e., 

Y ) are roots of g(x). 

Encoding is the process of computing 2E check symbols over K information 
symbols such that the N (i.e., K+2E) symbols are coefficients of C(x) in (2) 
containing g(x) in (3) as a factor. Given the information polynomial 


T/ ^ n ^ r K-2 

“ S-l’' S-2* 


+ C 


2E 


(4) 


Check symbols C 2 E-I’ Se-2* 


Cq are computed as follows: 


x^^I(x) ^ H(x) r(x) 
g(x) g(x) 


x^^I(x) - g(x)H(x) + r(x) 


where 


r(x) . C 2 ,.,x 2 E -1 + ^£- 2 ’^''“' S 


(5) 


x^^I(x) : r(x) mod g(x) 


( 6 ) 


S 
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and 


C(x) - x^^I(x) + r(x) = 0 mod g(x) (7) 

where a(x) = b(x) mod m(x) Impllei that m(x) divides a(x)-b(x), where a(x) and 
b(x) are polynomials over a field. Similarly, for Integers a = b mod m Implies 
that m divides a-b. The S3rmbol "+" denotes sum modulo 2 (l.e., the excluslve-OR 
operation) and 


-1=1 mod 2 
2E 

The polynomials x I(x) and r(x) In (6) and (7) are nonoverlapping and the co- 
efficients of C(x) in (7) as explicitly shown in (2) represent an (N,K) RS codeword. 
Furthermore, C(x) contains g(x) as a factor. 


IV. HARDWARE CONSIDERATIONS IN THE DESIGN OF RS ENCODERS 
A. CONVENTIONAL ARCHITECTURE 

A functional logic diagram of a conventional (N,K) RS encoder appears in 
Fig. 2. Assume the register (composed of 2E J-blL storage elements) of the FSR 
Is initially cleared. With switches A and B In the up position. Information 
symbols (l.e., coefficients of I(x) In (4)) are sequentially entered and simul- 
taneously delivered to the channel. Symbol C , is entered first and C-_ last. 

N*i 2E 

Upon the entry of C„ , the check symbols which are coefficients of r(x) In (5) 

1 

reside In the register where C^ Is stored In x . At this time, switches A and B 
are placed into the down position. Tie check symbols, starting with are 

then delivered to the ch innel while the register Is cleared In preparation for 
the next set of K information symbols. 
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The FSR in Fig. 2 accepts I(x) and computes r(x) by multiplying I(x) by x' 
and reducing the result modulo g(x) as given In ( 6 ). From (3), where 62 ^ 
necessarily equals 1 » 

2E _ ^ 2E-1 ^ ^ 2E-2 ^ ^ ^ ^ u / x 

X = G 2 £_j^x + G 2 g_ 2 * + ••* + GjX Gq mod g(x) 

Each of the 2E compcaents 

Se-1’ Se-2* “** ^1’ S 

Is mulciplied by the symbol appearing on the feedback path. The resulting 2E 
component vector is effectively added to the symbol string stored in the register 
after a symbol shift to the left has occurred. The incoming information symb3ls» 
Se 1* Se 2* intermediately stored symbols are all members of 

GF(2^). 

Consider a (255, 223) RS code where the field element a is a root of the 
primitive 8— degree polynomial over GF(2) 

f(x) = ^ X + 1 (8) 

Each nonzero element is expressible c.s an integer power of a, a generator of 
GF(2®). Since 


3 7 2 

a 'Va + a + l 

every element is representable as a polynomial in a over GF{2) of dfigree less 
than 8. Thus 


a” « + u^ + • • • -f Uq (9) 

where u^ • 0 or 1 and 0 n < 255. The zero element (i.c., OO** 0) corresponds 
to the constant 0 polynomial and is denoted by a*. 

g 

A tabulation of a portion of GF(2 ) generated by a appea s as follows: 
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n of o' 


7 6 5 4 3 2 - 

oaaaaool 


00000000 


0 

1 

2 

3 

4 

5 

6 
7 

6 

9 


24 

25 

26 

27 

28 

29 

30 

31 

32 

33 


0 0 
1 0 
1 0 
1 0 
0 1 


251 

252 

253 

254 


11101011 

01010001 

10100010 

11000011 

00000001 


The binary operation of "addition" defined on the field elements is termwise 
sum modulo 2 (i.e., vector addition over GF(2}). 

Example 1 


10000111 (a®) 

+ 10000110 (a^^) 

00000001 □ 


. A<ldition of RS symbols is readily implementable with 2-lnput Exclusive-OH gates. 
The binary operation of "multiplication" defined on the field elements is 


9 


(Uy + • • • + Uq) (Vy + Vg + • • • + v^) 

with the result reduced modulo 

f(o) • a® + + o + 1 

The coefficients are members of GF(2) and subject to the rules of modulo 2 
arithmetic. 

Each multiplier of an RS encoder has one argument fixed, namely G^, a co- 
efficient of g(x). A hardware multiplier of an arbitrary field element by a 
fixed field element is given in Ref. 1 (chapter 2). Such a multiplier would be 
required for each distinct nonzero G^ which does not equal (l.e., 00* **01). 
Another method follows from the property 

Example 2 

(1 0 0 0 1 0 0 1 > 

(0 1 1 1 0 0 0 1 ; 

(0 0 1 1 1 0 1 0 ) □ 

The conventional approach for multiplying two field elements employs two 

read-only-memories (ROMs). The addresses of one ROM correspond to the field 

g 

elements (u^ ••• Uq in GF (2 )), and the content of each address is the binary 

representation of the log to the base a of the corresponding field element. The 
addresses of the other ROM correspond to the logs expressed in binary, and the 
content of each address is the antilog of the corresponding log. Mu^ciplicatlon 

g 

in GF(2 ) utilizing the tables of logs and antilogs may be realized as follows. 

(1) The logs of each of two field elements are sequentially read and stored. 

(2) The 8-bit binary representations of the logs are added (as positional 

g 

binary numbers) modulo 255. An overflow bit (2 ) is treated as an end- 

g 

around carry resulting in casting out 2 -1. 
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(3) The entllog corresponding to log of the product (derived in step 2) is 
then read out. 


Example 3 

log^ 


“7“6“5'*4“3'*2"l'*0 

^7^6^5^4^3'*2'*l'’0 


10010001 

OOOlllOI 

(29) 

01010001 

11111100 
^0 0 0 1 1 0 0 1 

* - a» 1 

(252) 


00011010 

(26) 

log^ 

antilog 

a 


*’7*’6S*’4^3**2*’l*^0 

“7“6“5“4“3“2“l’^0 


00011010 

01000011 



Note that 00***0 and 11***1 (255 j^q) have the same antilog. 

If a fixed operand is 1 (a^), multiplication is the identity operation 

* 

realizable with J wires. If either operand is 0 (a ), multiplication by 0 is 
Implementable by logic external to the ROMs. 

The most economical method (in terms of memory requirements) of interleaving 
a depth of I is to replace each of the 2E nonbtnary stages with I stages. The 2E1 
stage FSR is described by the generator polynomial 


b+2E-l 

g(x) - (x^-a^) 

j-b 


E 

1-0 


Gj^(x ) 


( 10 ) 


1 

where the Indeterminate x in (2) is replaced with x . The g(x) in (10) charac- 
terizes an (NI.Kl) RS code where every 1— symbol starting with symbol 1, 2, •••, 
or I belongs toan(N.K) RS codeword characterized by g(x) in (3). Clearly the 
G^*s associated with g(x) and g(x) are identical. 

In a conventionally designed RS encoder a single ROM (containing both tables) 
and binary adder (with end-around carry) could be sequentially shared by each 
multiplier having a different (where G^ / a^) as one of its operands. The cost 
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of this reduced complexity Is the Increase in time needed for K sets of multi- 
plications per (N»K) RS codeword. A set could contain up to 2E multiplications 
associated with 2E distinct G^*s none of which Is equal to 

B . BERLEKAMP * S ARCHITECTURE 

The RS encoder design due to Berlekamp (Ref. 12) Incorporates two ingenious 
features. First, the number of multiplications per symbol shift Is approximately 
halved by selecting a g(x) whose 2E roots are E reciprocal pairs. That is, in (3), 


b+i (b+2E-l) -1 N 
a a • a 


0 < 1 < E 


( 11 ) 


In expanded form, g(x) is a self-reciprocal polynomial where (over the range of 
i in (ID) 


Goc 4 * G. and * 1 (00- -01) 

2E-1 1 2E 0 

Second, and more significant, Berlekamp formulated a hardware design of bit-serial 
mult^.k.liers over GF(2*^) which is compatible with the serial organization of RS 
encoders. One operand is any of the 2^^ field elements. The other is a vector 
whose components are fixed ??';tinct G^*s representing coefficients of g(x). 

In the design of an (N,K) RS encoder, two parameters affected the complexity 
of the circuitry associated with multiplication. These parameters are discussed 
in connecc^on with a (255, 223) RS encoder unless stated otherwise. 

g 

id elements of GF(2 ) form a vector space of dimension 8. One parameter 
is 6 where 

1 , 6 , 6 ^, •••, 

Is a ba&ls, a set of linearly Independent vectors which spans the vector space of 
GF(2"). In the case where B equals a, a generator (associated with (3) and (9)), 
results In the basis made up of the unit vectors a® (00* ••001), (OO^’^OIO), 

g 

etc. Any element In GF(2 ) that is not a member of a sub fie Id may serve as 6 
Since, 

CF(2)C GF(2^) CGF(2^) CGF(2®) 
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4 8 

6 cannot be selected from Che 16 elements in GF(2 ). Esch element of GF(2 ) Is 
s root of 


2” . 255 „ 

X - X • x(x - 1) - 0 

Each element of GF(2 ) Is also a root of 

2 ^ / 25 - 

X - X • x(x -1) ■ 0 

Let {a^} be the set of 15 nonzero roots of unity. Then 


f V.15 mod 255 , 0 

(a* ) - 1 - a 


end 


15y i 0 mod 255 

255 

y 0 mod (1^557 
y H 0 mod 17 

(where (r,s) denotes the greatest common divisor of r and s) . Thus 0 (a^) and 

17h ^ ^ , ,e 

a for 0 < k < 15 

4 

compose the subfield GF(2 ), a vector space of dimension A. Thus there can be 
at most A linearly independent vectors in the set 

, 17k (17kx2) mod 255 (17kx7) mod 255 

1, a , a , • • • . a 

where k ■ 0* 1, •••* or lA. 

For each basis 


a, e, 
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In GF(2 ), a dual basis (also called a complementary and a trace-orthogonal basis) ' 

Is determined (see Refs. 1, 2, and 13). The concept of a trace of a finite field 
element is involved in the development of a dual basis. i 

Consider GF(p*'), a finite field of p^ elements over GF(p) where p is a prime. 

The trace Tr is a function on GF(p''*) defined by 

1 

^ 1 > 
Tr(y) • y ^ Y** where y e GF(p”) ‘ 

1-0 

The trace has the following properties: ^ 

(1) Tr(Y) e GF(p) ^ 

(2) Tr(Y+6) - Tr(Y) + Tr(6) 

(3) Tr(cY) = cTr(Y) where c e GF(p) 


A proof for each follows: 


( 1 ) 


[Tr(Y) ]** » ( Y + Y** + Y** 


n-l\ 

+ • • • + Y^ I 


n 


Y^ + Y^ + Y^ + ♦ ♦ • + Y^ 


n 


* Tr(Y) since Y*^ = Y 


Thus {Tr(Y)]^ * Tr(Y) implies that Ty(y) e GF(p). 


( 2 ) 


n-1 


n-1 


i ‘ ^ 

Tr(Y+i) (y+<5)P - (y** +5** ) 

i-0 1«0 


n-1 t "::i i 

E /-E ■ 


i-0 


Tr(Y) + Tr(6) 


i-0 


( 3 ) 


n-1 


n-1 


Tr(cY) - (cy)** - ^ c 

i-0 i-0 


i I 

p p 
Y*^ 
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since • c. 




Tt(cy) 


n-1 . n-1 j 


1-0 


1-0 


cXr(Y) 


Example 4 

4 4 

Given GF(2 ) generated by o, a root of the primitive polynomial x + x + 1 

over GF(2). The trace of each of 16 elements Is tabulated as follows: 


n of a 

* 

0 

1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 

13 

14 


3 2 , 

a a a 1 

0 0 0 0 


Tr(o") 


0 

0 

0 

1 

0 

0 

1 

1 

0 

1 

0 

1 

1 

1 

1 


From the definition of the trace 


o / fi 

Tr(a) =a+a +a + a 

^ , 3 , 3 ^ 6 ^ 12 ^ 

Tr(a)-o +a +a +a 


0000 - 0 

24 , 24 mod 15 
(a 


- 0001 




Tr(o*) 

Tr(a°) 


Tr(0)-0+0+0+0-0 

Tr(l)-l+l+l+l-0 


□ 


15 




i- 
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n. / 5v 5 
Tr(a ) - a 

5 

■ a 

Tr(o ) - a 

7 

“ 01 

From the linear property 


^ 10 ^ 20 40 

+ a + a + a 

10 5 ^ 10 - 

+ a + 0+0 »0 


14 

^ 28 


56 

o 

+ o 


a 

14 

^ 13 


11 

o 

+ o 

+ 

a 

the 

trace 

of 

n 

a 


□ 


n 3 2 

Tr(o ) - Tr(u^a + U 20 + Uj^o + u^) 

- U3Tr(o^) + U2Tr(a^) + Uj^Tr(o) + u^^TrCo®) 
since Tr(o^) • 1 and Tr(o ) » Tr(o) = Tr(o^) » 0 in GF(2^) in example 4. 

g 

In GF(2 ) generated by a, a root of Eq. (8), the trace of an element as 
represented by in (9) is 

Tr(a^) “ + Uj + 


since 


Tr(o^) = 1 for 1 < i < 7 and Tr(o°) - 0 


i 8 n 

For each basis (6 } in GF(2 ), o is also representable as 


'^oS '^1^1 


( 12 ) 


where 


- Tr(6^o") 


The set 


Uq, .... . Uj) 


16 
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Is a basis dual to the basis such that QUALITY 

. (1 for 0 1 i - j < 8 

Tr(8 tj - \ 

^ (o for 0 ^ i J <8 (13) 

Given an element in GF(2^). Its components In the dual basis are readily 
computed as follows* 


n 

a 




j-0 


Thus, 


-i n 
6 a 


J-O 


''/h 


and 

7 

Tr(6^a") = v ^ Tr(B^£j) ■= (14) 

j-0 

from property (3) of a trace and (13). 

A selection of a basis {6^} and a determination of its dual basis ( ^ j ^ 
illustrated in example 5. 

Example 5 

Given GF(2^) generated by a, a root of the primitive 6^*’ degree polynomial 

+ x^ + x^ + X + 1 over GF(2). Contained within GF(2^) are the subfields GF(2^) 

and GF(2^), and the subfield GF(2) is contained in both GF(2^) and GF(2^). 

2 

•■ach element of GF(2 ) is a root of 

2 

- X ■ x(x^-l) “ 0 


17 


r •• 
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w 

Let {a } be the set of three nonzero roots of unity. Then 


, W.3 mod 63 - 0 

(a ) ■ 1 - a 


3w = 0 mod 63 


w = 0 mod 


(3.63) 


w = 0 mod 21 


6 o 

Thus the elements In GF(2 ) which compose the subfield GF(2 ) are 


* 0 21 42 

o*, a , o , a 


Each element in GF(2 ) is a root of 


2 7 

X - X » x(x -1) » 0. 


Let {a^} be the set of 7 nonzero roots of unity. Then 


. y.7 mod 63 , 0 

(a ) * 1 » a 


7y = 0 mod 63 


y i 0 mod 


(7,83) 


y = 0 mod 9 


6 

Thus the elements in GF(2 ) which compose the subfield GF(2'’) are 


* 0 9 18 27 36 45 5 

1 *. a , a , a , a , a , a , a 


13 
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2 3 

Any element not contained In GF(2 ) and not contained In GF(2 ) may serve as 
6 In forming the basis 

{1, B, 6^, •••. 6^) - {6^} 

6 3 

In GF(2 ). In this example B equal to a was selected. In Table 1 each field 
element, a’^. In GF(2^) Is represented In two ways. Namely, 


n 5 

a “ u^a 


u^a 


+ 


+ u 


0 


where 

a *a + a + a + l 

and 


'’o'o "I'l 


+ a 


where 


« Tr(6^a") 


Tr(a 


n+31) 


and 


Tr(a”) » Uj + + U2 i 


The basis {B^> In GF(2^) Is 


n D -3 .4 S, 3 6 9 12 15, 

{1, 6, B , B , B , B } “ {1, a , a , a , a , a } 


The entries In column 1. corresponding to a are 


Vq • Tr(a") 


19 
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Table 1. Representations of Elements in GF(2®) 


i of a” 

o^a^o^o^a 1 

Tr(a") 

*0^1^2S*'4^5 

* 

0 0 0 0 0 0 

0 

0 0 0 0 0 0 

0 

0 0 0 0 0 1 

0 

0 110 10 

1 

0 0 0 0 1 0 

1 

110 10 1 

2 

0 0 0 1 0 0 

1 

11110 1 

3 

0 0 1 0 0 0 

1 

110 10 0 

4 

0 1 0 0 0 0 

1 

10 10 10 

5 

1 0 0 0 0 0 

1 

1110 11 

6 

10 0 111 

1 

10 10 0 1 

7 

10 10 0 1 

0 

0 10 10 1 

8 

1 1 0 1 0 1 

1 

110 110 

9 

0 0 110 1 

0 

0 10 0 11 

10 

0 110 10 

1 

10 10 11 

11 

1 1 0 1 J 0 

1 

10 110 0 

12 

0 0 1111 

1 

10 0 110 

13 

0 11110 

0 

0 10 110 

14 

11110 0 

0 

0 110 0 0 

15 

0 11111 

0 

0 0 110 0 

16 

111110 

1 

10 110 1 

17 

0 110 11 

1 

1 1 0 0 0 1 

18 

110 110 

0 

0 110 0 1 

19 

0 0 10 11 

0 

0 110 11 

20 

0 10 110 

1 

1 0 0 0 1 0 

21 

10 110 0 

1 

110 0 10 

22 

111111 

1 

110 111 

23 

0 1 1 0 C 1 

0 

0 0 0 1 0 0 i • a ^ 

24 

110 0 10 

1 

1 0 0 1 0 0 ^ 

25 

0 0 0 0 1 1 

1 

10 1111 

26 

0 0 0 1 1 0 

0 

0 0 1 0 0 0 

27 

0 0 110 0 

0 

0 0 1 0 0 1 ^ 

28 

0 110 0 0 

0 

0 11110 

29 

1 1 0 0 0 0 

0 

0 1 0 0 0 1 

30 

0 0 0 1 1 1 

0 

0 10 0 10 

31 

0 0 1110 

1 

11110 0 

32 

0 1110 0 

1 

1 0 0 0 1 1 

33 

1110 0 0 

1 

10 0 10 1 

34 

0 10 111 

1 

1110 0 0 

35 

10 1110 

0 

0 0 0 1 1 1 

36 

1110 11 

0 

0 0 10 10 

37 

0 1 0 0 0 1 

1 

1 : 0 0 0 0 

38 

1 0 0 0 1 0 

0 

0 0 1110 

39 

1 0 0 0 1 1 

0 

0 10 10 0 
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5 4 3 2 , 
a a a a a 1 


40 

41 

42 

43 

44 

45 

46 

47 

48 

49 

50 

51 

52 

53 

54 

55 

56 

57 

58 

59 

60 
61 
62 


1 0 0 0 0 1 
10 0 10 1 
10 110 1 
11110 1 
0 1110 1 
1110 10 
0 10 0 11 
10 0 110 
10 10 11 
1 1 0 0 0 1 
0 0 0 1 0 1 
0 0 10 10 
0 10 10 0 
10 10 0 0 
110 111 
0 0 1 0 0 1 
0 10 0 10 
10 0 10 0 
10 1111 
1110 0 1 
0 10 10 1 
10 10 10 
110 0 11 



i 
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whereas the entries in column are 

• Tr(Ba^) ■ Tr(a^^^) 


which is Tr(a ) cyclically shifted upward three places excluding Tr(a*). The 
remaining columns are similarly formed. Tha dual basis {1^} is 



, 48 45 26 23 43 51, 

(a,a,a,Ti,a,o> 


The elements c GF(2^ and Tr(S^£j) c GF(2), respectively, are entries in the 
foregoing tables. 

As previously asserted. 


Tr(B^£j) 


1 for 0 ^ i » j <6 
0 for 0 ^ 1 it j <6 


□ 


The trace Tr(6 i.) plays a role in determining the compments of a field element 
n ^ 

a in the dual basis shown in (14). The product of an arbitrary field 

clement with a fixed coefficient of g(x) is realized blt-serlally in the dual 
basis . 

k 8 

The order of a nonzero element a in GF(2 ) is 


255 

(k, 255) 

If (k, 255) is 1, a is of order 255, hence primitive. There are a total of ^(255) 

g 

or 128 primitive elements in GF(2 ), where ^(n) is the number of Integers no 
greater than n that are relatively prime to n. (An integer i and n are relatively 
prime if (i,n) is 1.) 

g 

Let Y be a primitive elf* aent in GF(2 ). Corresponding to y la a generator 
polynomial 


22 
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2E 

g(x) • (x-Y^) “ G^x^ 

j»b 1-0 

for « (235. 255-2E) RS code. 

Froa (11) 

2b + 2E - 1 - 255 

For an E of 16, 

b - 112 and b + 2E - 1 - 143 

o 

and given a primitive element y In GF(2 ), 

143 32 

g(x) - (x-Y^) - Gj^x^ (15) 

j-112 1-0 

la a self-reciprocal generator polynomial for a (255, 223) RS code. 

Given that y equal to a is primitive, the expanded g(x) In (15) will be 

-1 255-k 

the same for the reciprocal of y (l<a«« Y equal to a ). Thus there are 64 

g 

distinct self-reciprocal polynomials over GF(2 ) that could serve as the codes' 
generator polynomial g(x). For an (N,K) RS code, there are ^(N)/2 distinct self- 
reciprocal polynomials over GF(2'^) from which g(x) may be selected. 

g 

The field element g used to form a basis In GF(2 ) and the field element y 
I n (14) govern the complexity of the bit-serial hardware multiplier In the Berle- 

kamp RS encoder architecture. Element $ can be selected from among 240 elements 

8 A 

In GF(2 ) — i.e. , 256 less the 16 elements comprising the subfield GF(2 ). Ele- 
ment Y can be selected from among 64 pairs of reciprocal primitive elements In 

g 

GF(2 ) Independently of the choice of 6. 
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1 8 

For a given besis {0 } in GF(2 ), its duel beeis (t^) Is determlneJ es 

illustreted in Exeaple 5 for a field of lower order. Corresponding to a given 

—1 8 

priaitive eleaent y (or y ) In GF(2 ), the coefficients G^ of g(x) in the 
expanded fora in (15) are deteralned where 




*32 


1 and G 


32-1 


1 < i < E 


The 16 coefficients 




represent a largest set of distinct coefficients not equal to 1 (a ) . 
Bit-serial multiplication of the vector 


S’ S’ S’ **’ Se 


by a field element z (i.e., an RS symbol) is realized as follows: 

A linear binary matrix (i.e., an array of Exclusive-OR gates) is used to 
compute 


T^(z) - Tr(z-G^) 

Since 


7 



j-0 


in the dual basis. 


24 
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J-0 


- ( 16 ) 

The sinultAneous application of T_, T, , ***, T, , to a stored z yields 

U 1 lo 

for 0 < t < 16 

from (16) where 1*0. Note that {z^ ' } is the first component of the products 

zGq, zG^, *•*, Subsequently, z Is replaced by 6z and a simultaneous 

application of Tq, Tj^, •••, to a stored 8z yields 

for 0 ^ I 16 


(from (16) where 1*1), the second components of {zG^^}. Similarly, replacing 6z 
by 6(6z) and applying {T^^} yields the third component of (zG^} and so on. It will 
be shown that Bz is simply derl.ed from z. 

The form of the functions (T.) is 

t 

7 

T^(z) - Tr(zG^) - ^ z^Tr(tjGj^) (17) 

j-0 


For every z, the output of is the modulo 2 sum (i.e. 
components z^'s in the dual basis for which 


Exclusive-OR) of those 


Tr(ijG^) - 1 


25 
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Afunctional logic diagraa of an (N,K) RS ancoder utilizing Barlekamp's archi- 
tecture is shown in Fig. 3. The linear binary aatrix has as its inputs the contents 
of the Z register. At a given tiae interval, the representation of a field element 
a in the dual basis is stored in register Z. The outputs of the matrix for a (255, 
223) RS ercodei (where J equals 6 and E equals 16) are 


TrCzop) 


Tj - Tr(2Gj^) 


- TrCzCjj) 
Tjj - Tr<rC,j) 


For a given i, Tr(zG^) is a parity check over a particular subset of the 
bits representing z in accordance with (17). These outputs represent 


( 0 ) _ ( 1 ) 


• • T. 

• *0 


(15) , (16) 

♦ ^0 


the first components (bits) in the representation in the dual basis of the 
products 


zGq. zC^, *••, zG^j, zG^g 


respectively. 

The output Tr(B^z) which is fed back to the Z register is used in deriving 
6z. A field element z may be represented as or in the dual basis in vector 
form as 


z - Tr(z), Tr(6z), •♦*, Tr(6^z) 


26 
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where 


Tr(6^z) - Tr(B^a") ■ 


Thus 


Bz - Tr(Bz). Tr(B^z), Tr(B®z) 


Computing Bz from z corresponds to 


*1 " *1+1 « i ’ 


z^ -e Tr(B z) - Zg 


g 

where the bits stored in the Z register are shifted and the output Tr(B z) of th 
binary matrix is entered. Clocking the Z register so configured yields 6z, the 
set of inputs to the binary matrix during the subsequent time interval. The 
outputs 


Tq * TrCBzC^) 
* Tr(BzG^) 


* TrCBzG^j) 
Ti6 « Tr(BzG^g) 


represent {z< 


(f) 


}, the second components of {zG^}, respectively < 


Similarily , t 

(O 

remaining components are computed recursively. The final components {z. 

th 7 ^ 

computed during the time interval when B z resides in the Z register and th 


} ar 


outputs are {T. 


Tr(6 zGj^)}. 
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since G,^ . equals G, 

jL jL 

The components of the products of 

'®17- '®W •••■ "=31 

will have also been computed. The bit-serial multiplication of 

Si* So* ** S 

0 

by z over GF(2 ) is thus complete. Furthermore, the resultant vector 

zGjj^, *0^0, *Gq 

has been bit-serially added to the previous contents of the FSR (in Fig* 3)» 

symbol*shifted one place to the left* Upon computing a set of corresponding 

components is entered into the register section as z and 

(2) ^(31) ^ u 1 

, •••, 2 ^ are each simultaneously Exclusive-ORed with the bit emanating 

from the register section $ 2 » respectively. The field element z 

is a symbol (represented in the dual basis) being fed back during the encoding 

process* 

Each register section except is AO bits in length and stores 5 8-bit 
symbols. This provides an interleav ag depth of 5* Register Y serves as a 
staging register and is essentially an extension of After the products 

(zG^) have been determined, register Z is reloaded with the contents of register 
Y. At this time register Y contains the next symbol z to be fed back. Register 
sections S 2 t ***> RAM*s. The Y and Z registers are composed 

of delay flip-flops and register section is a serial shift register* Until 
all information symbols have been entered (and simultaneously delivered to the 
channel), the Y input is the bit*by-bit Exclusive-OR of the bits composing the 
information symbol being entered and the bits composing the symbol exiting reg* 
ister section After the last Information symbol has been entered, a control 
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1 


y 



( 


( 


f 



signal (not shown in Fig. 3) level is changed to disable the Information input 
and switch from the information mode to the check mode. The 5 sets of 32 chec 
symbols are then bit-serlally delivered to the channel as the Y and Z register 
and the register sections are cleared. 

The derivation of the functions {T^} is given in Example 6 for a (63, S3) 
RS code. 

Example 6 

Refer to Example 5 and Table 1, wherein every field element in GF(2^> is 
represented as 


5 . ^ j . . . . 

a ■ UcOi + u.a + + u„ 

5 4 0 


where + a + 1. For the basis {6^} in GF(2^) 


n a -3 -4 -5, 3 6 9 12 1*^. 

11, B, B,B,B,Bj* 11, cx,oi,ct,o( ,o j 


the dual basis li^} was shown to be 


/« « « n „ « 1 / ^8 45 26 23 43 51, 

( » ^2 ’ ^3 * • ^5 }“lo »o ,o 1 


n 


An RS symbol is representable as a and in the dual basis as 


2 - ZqIq + + ••• + Zjtj 


where 

2 ^ - TrleV) - Tr(a"‘^^S. 

It remains to select a self-reciprocal generator polynomial over G^(2) f 
the (63, 53) RS code where 


30 


i 


From (11) 
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•6, N - 63, E - 5, I 

- 1 


b+9 

10 


g(x) - 

L 

(x-r^) - V 

mmmd 

v' 


j-b 

i-O 


2b + 2E 

- 1 

« N 


2b 

+ 9 

- 63 



b 

- 27 and b + 9 

- 36 


The element y where 



are distinct roots of g(x) may be selected among ♦(63)/2 or 18 reciprocal pairs 
of primitive elements. The generator a is primitive and 


Y 


k 

a 


is primitive if and only if (k, 63) * 1. 

, 5 

For Y • a , 

the coefficients of g(x) are 




Gj “ Gy • o 


15 


G1-G9 


34 


G, - . 1 


S * °8 


Gj “ a 


54 


31 
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The form of the {T|^} functions (es ehoim in (17) for a (255, 223) RS code) is 


5 

Tj^(z) • Tr(aG^) • z^TrU^G^) 
j-0 


The values of the traces Tr(ijG^) are tabulated in Table 2. Values of Tr(a") 
given in Table 1. 

Components z^'s of every z in the dual basis for which 


Tr(ijGj^) - 1 


contribute to the output T^^. From Table 2, the T^^ functions are 


^0- 'o 


+ Z« 


*4 *5 


^ 5 - 


+ Z 4 + *5 


The output 


Tr(6^o") - z. 


required in deriving &z from z is deterrained as follow?: 


32 


are 


1 
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Table 2. Tr(i G ) Values for a (63, 53) RS Code 

J ^ 


J 

0 

1 

2 

3 

4 

5 


48 

45 

26 

23 

43 

51 


a 

a 

a 

a 

a 

a 

rc(.jOo) 

1 

0 

0 

0 

0 

0 


19 

16 

60 

57 

14 

22 

(ijGi) 

a 

a 

a 

a 

a 

a 

Tr(E^Gj^) 

0 

1 

0 

0 

0 

1 


52 

49 

30 

27 

45 

55 


a 

a 

a 

a 

a 

a 

Tr(tjG,) 

B 

■ 

0 

0 


1 





38 

58 

3 





a 

a 

a 

Tr(tjG^) 

B 

0 

0 

0 

0 

1 


39 

36 

17 

14 

34 

42 


a 

a 

a 


a 

a 

TrCe^Gj) 

0 

0 

1 

0 

1 

1 


{t 


0 ’ 




43 26 23 43 

a , a , a , a , 


51 

a 


} 


{G 


0 



, 0 34 4 15 0 54, 

{a, a ,a,a ,a,a ) 


Note that Tr(£jGQ) - Tr(t^C^). 
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*0 *1 *2 *3 *4 *5 


-6 n n+18 

6 a • o 


Tr(6^a”) 


1 0 0 0 0 0 


48 


0 1 0 0 0 0 


45 


0 0 1 0 0 0 


26 


44 


0 0 0 1 0 


23 


41 


0 0 0 0 1 0 


43 


61 


0 0 0 0 0 1 


51 


,6 n 


Tr(e a ) - + 2 ^ + Zj 


The linear binary matrix with inputs z^, z^, and outputs T^, T^, 

and Zg (i.e., Tr(6^o”)) for a (83, 53) RS code is shown in Fig. 4, O 

In a conventional (N,K) RS encoder, an information or check symbol is repre- 
sented as 


n 

a 


“0 + 


u- a + 


+ u 


J-1 


J-1 

a 


and denoted by 


“o “i Vi 

In an (N,K) RS encoder employing Berlekamp*s architecture, the symbols (informa- 
tion and check) are represented in the dual basis . The transformation from one 
representation to the other is linear. The symbol in the dual basis is repre- 
sented es 

^Tr(a^)j tp + ^Tr(Bo^)j + ♦•' + [rr(B'*"^oS] 

34 


4 
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Figure 4. Implementation of the Linear Binary Matrix 
for a (63, 53) RS Code 



jiMiir II I II 
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*0 *1 ’** 'J>1 
k i 

where - Tr(6 o'). Thus 

Tr(o^), Tr(Ba^), •••, Tr(e*^ ^o^) o^ 

Tr(o^), Tr(Bo^), ••*, Tr(B'^~^a^) o'* 

and 

Tr(oS + Tr(a^), Tr(Bo^) + Tr(Bo^). • *. Tr(B**~^o^) + Tr(B'^"^a^) 

- Tr|(a^+a^)j, Tr |a(a^+a^)j , • • • , Tr |a'^~^(o*+a^)j o^ + o^ 

The automorphism in of the two representations under tl.. same rules 

of "addition** is illustrated in Example 7. 


Example 7 

Refer to the two representations of elements in GF(2^) in Table 1. 


i 

f 

i 

I 


“S “4 '*3 “2 “l “0 


*0 *2 ^3 ^4 ^5 


o^^ 1 1 0 0 1 0 

CQ 

+ a 1 0 1 1 1 1 


44 


0 1110 1 


10 0 10 0 
0 1110 1 
1110 0 1 


□ 


Example 8 

Given the information symbol sequence 


36 


1 
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^0 *1 ^2 *3 *4 S 


'62 


0 0 0 0 0 0 


0 0 0 0 0 0 
CjQ 0 0 0 0 0 1 


to be encoded by a (63, 53) RS encoder incorporating Berlekamp*8 architecture. 
Leading zero information symbols have no effect on the 10 6*bit register sections 
(which are initially cleared). The single nonzero information symbol is entered 
into the Z register via the Y register, and the functions (derived in Example 
6 and implemented in Fig. 4) are applied to determine the of (zG^). Re- 

placing z with 6z (by clocking the Z register) and applying the functions yield 
the z^*s of {zC^} and so on as shown in Table 3. 

The symbols of the codeword in Table 3 expressed as powers of a are compared 
with corresponding coefficients of g(x) as follows. 


Codeword 


"62 


rt* 


^11 ^10 S S ^7 


. 51 22 55 3 

a* Q a o a 


^6 ^5 ^4 ^3 

51 42 51 3 



C 


0 


55 22 

a a 


51 

a 


Coefficients of g(x) a* 


^ 0 34 4 15 0 54 0 

a*uaaaaoa 


15 4 


a a 


3V 

a 


0 

a 


Note that the codeword polynomial is a scalar multiple (of a ) of the g(x) of 

the (63, 53) RS code. This property of RS codes provides a simple check on the 

derived T. functions and z, (i.c., Tr(6^a*')). D 

t D 


V. MATHEMATICAL CHARACTERIZATION OF THE (255, 223) RS ENCODER 

DESIGNED BY BERLEKAMP 

As previously discussed, the independent parameter values of the (255, 223) 
RS code are 


37 


Tabic 3. Check Synbol Computation 


o „3 .4 -5 

z gzBagagaBa 

Zq 0 0 0 0 0 1 

z^ 0 0 0 0 1 1 

Zj 0 0 0 1 1 0 

Zj 0 0 1 1 0 1 

z^ 0 1 1 0 1 0 

Zj 1 1 0 1 0 0 
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J > 8 bits per sysbol 

E • 16 syiAtol srror corrsctlon capability 
1*5 (syabol) intarlaavlng depth 

g 

The generator a of the nonsero field eleaenta in GF{2 ) ia a root of the primitive 
polynomial over GF(2) 


X* + 4 *^ + X + 1 


(18) 


The field element 


6 • o' 


117 


(19) 


g 

vas selected to form the basis in GF(2 ) 


U, 8. 8^. 8^) (8^) 


The resulting dual basis is 


Uj) - {4 q . Ij. •**, 


, 125 88 226 163 46 184 67 242, 

>{a , 0,0 ,o ,0,0 ,0,0 } 


( 20 ) 


The field element 


Y - O 


11 


( 21 ) 


was selected in specifying the self 'reciprocal generator polynomial 


143 32 

g(x) - J][ (x-Y^) - 

J-112 


1-0 


39 


J 


i 



The coefficients of g(x) In expanded form are 
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Gq - C32 - o'- 


Gi - 03^ - a 


249 


" So ■ ® 

S " ®29 “ ® 

S • Ss “ 


59 


66 


S “ S ? " “ 


43 


S “ ®26 " “ 


126 


Gy - C25 - o 


251 


S • ®24 • “ 

G9 - G23 - a 


97 


3C 


So “ ®22 “ “ 


Si “ Si “ “ 


213 


S2 “ So " “ 


50 


53 “ S9 “ “ 

54 “ Ss " “ 


66 


170 


'15 " S 7 • « 

S 6 “ “ 


24 


( 22 ) 


Note that G 3 - G 25 - G ^3 - G^,. 
The resulting functions are: 




+ 2, 


+ 2. 


S -"S 

+ 22 + 23 + 24 + 25 
+ 2 « 


13 


+ 2, 


‘o*\* *2 

*0 + *1 

«1 + .j 


+ 2 , 


S *1 


+ 2 ^ + 




*5 S 


2 *3 *4 *i 


‘10 


*o-^S 


+ 2, 


*6 *7 


+ 2, 


11 


40 
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! In addition to the T functions 

i ^ 

I Ti(B®a") ■ *g * + *7 

I 

' Is an output of the linear binary matrix as discussed In Section IV-B. 

I The sole criterion in the selection of 6 in (19) and y in (21) was the 

i realization of a linear binary matrix of minimal complexity. The dual basis 

{ij} directly results from the selection of 6. The coefficients {G^} of g(x) 

are fixed by the choice of y. As discussed and shown in (17), those components 

I z 's in the dual basis for which 

' J 

Tr(ljG^) - 1 

contribute to the output T^^. A measure of complexity for a given 6 and y is the 
number of l*s In the set 

{Tr(ijG^)} for 0 ^ j <8 

and distinct among 

Gj, Gjj) 

Using this measure, Berlekamp combined a computer search with some hand computa- 
tion In finding a By combination yielding a set of T^ functions of minimal com- 
plexity. The entire binary matrix was realized with 24 2-input £xcluslve-OR gates 
organized for maximum gate sharing within three levels of gating. 

g 

The two representations of field elements In GF(2 ) appear in Table 4. 

41 


^12 ■ ‘O * *l + *2 * *3 * ** + *5 * * *7 


^14 ■ *0 * *1 * *2 


* *4 ♦ 'S * *6 


^15 • *0 ♦ 'l 




^ Zc 


+ a. 


‘16 


'1**2 




4 



I 

i 


original PASEJ^ 


a 

Table 4. Two Representations of Field Elements In GF(2 ) 


n of a 

1 of 

76543210 

Tr(a") 

J of 

01234567 

n of o" 

1 of 

76543210 

Tr(o") 

J of 
01234567 

* 

00000000 

0 

00000000 

46 

11110000 

0 

00001000 a.) 

0 

00000001 

0 

01111011 

47 

01100111 

0 

01001110 

1 

00000010 

1 

10101111 

48 

11001110 

1 

10101110 

2 

00000100 

1 

10011001 

49 

00011011 

1 

10101000 

3 

00001000 

1 

11111010 

50 • 

00110110 

0 

01011100 

4 

00010000 

1 

10000110 

51 

01101100 

0 

01100000 

5 

00100000 

1 

11101100 

52 

11011000 

0 

00011110 

6 

01000000 

1 

11101111 

53 

00110111 

0 

00100111 

7 

10000000 

1 

10001101 

54 

01101110 

1 

11001111 

8 

10000111 

1 

11000000 

55 

11011100 

1 

10000111 

9 

10001001 

0 

00001100 

56 

00111111 

1 

11011101 

10 

10010101 

1 ■ 

11101001 

57 

01111110 

0 

01001001 

11 

10101101 

0 

01111001 

58 

11111100 

0 

01101011 

12 

11011101 

1 

11111100 

59 

01111111 

0 

00110010 

13 

00111101 

0 

01110010 

60 

11111110 

1 

11000100 

14 

01111010 

1 

11010000 

61 

01111011 

1 

10101011 

15 

11110100 

1 

10010001 

62 

11110110 

0 

00111110 

16 

01101111 

1 

10110100 

63 

01101011 

0 

00101101 

17 

11011110 

0 

00101000 

64 

11010110 

1 

11010010 

18 

00111011 

0 

01000100 

65 

00101011 

1 

11000010 

19 

01110110 

1 

10110011 

66 

01010110 

0 

01011111 

20 

11101100 

1 

11101101 

67 

10101100 

0 

0000001 0(t,) 

21 

01011111 

1 

11011110 

68 

11011111 

0 

01010011 

22 

10111110 

0 

00101011 

6'' 

00111001 

1 

11101011 

23 

union 

0 

00100110 

7u 

01110010 

0 

00101010 

24 

01110001 

1 

11111110 

71 

11100100 

0 

00010111 

25 

11100010 

0 

00100001 

72 

01001111 

0 

01011000 

26 

01000011 

0 

00111011 

73 

10011110 

1 

11000111 

27 

10000110 

1 

10111011 

74 

10111011 

1 

11001001 

28 

10001011 

1 

io:.ooon 

75 

11110001 

0 

01110011 

29 

10010001 

0 

01110000 

76 

01100101 

1 

11100001 

30 

10100101 

1 

10000011 

77 

11001010 

0 

00110111 

31 

11001101 

0 

01111010 

78 

00010011 

0 

01010010 

32 

00011101 

1 

10011110 

79 

00100110 

1 

11011010 

33 

00111010 

0 

00111111 

80 

01001100 

1 

10001100 

34 

01110100 

0 

00011100 

81 

10011000 

1 

11110001 

35 

11101000 

0 

01110100 

82 

10110111 

1 

10101010 

36 

01010111 

0 

00100100 

83 

11101001 

0 

00001111 

37 

10101110 

1 

10101101 

84 

01010101 

1 

10001011 

38 

11011011 

1 

11001010 

85 

10101010 

0 

00110100 

39 

00110001 

0 

00010001 

8t> 

11010011 

0 

00110000 

40 

01100010 

1 

10101100 

87 

00100001 

1 

10010111 

41 

11000100 

1 

11111011 

88 

01000010 

0 

01000000 (£.) 

42 

00001111 

1 

10110111 

89 

10000100 

0 

00010100 

43 

00011110 

0 

01001010 

90 

10001111 

0 

00111010 

44 

00111100 

0 

00001001 

91 

10011001 

1 

10001010 

45 

01111000 

0 

01111111 

92 

10110101 

0 

00000101 


42 
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Table 4. 


Two Representations of Field Elements In GF(2 


(contd) 


n of a” 

1 of 0 ^ 
76543210 

Tr(a") 

j of 

01234567 

n of a” 

1 of 

76543210 

Tr(o") 

j of 

01234567 

93 

11101101 

1 

10010110 

140 

31001011 

0 

01001100 

94 

01011101 

0 

01110001 

141 

00010001 

1 

11111101 

95 

10111010 

1 

30110010 

142 . 

00100010 

0 

01000011 

96 

11110011 

1 

11011100 

143 

01000100 

0 

01110110 

97 

01100001 

0 

01111000 

a44 

10001000 

0 

01110111 

98 

11000010 

1 

11001101 

145 

10010111 

0 

01000110 

99 

00000011 

1 

11010100 

146 

10101001 

1 

11100000 

100 

00000110 

0 

00110110 

147 

11010101 

0 

00000110 

101 

00001100 

0 

01100011 

148 

00101101 

1 

11110100 

102 

00011000 

0 

01111100 

149 

01011010 

0 

00111100 

103 

00110000 

0 

01101010 

150 

10110100 

0 

01111110 

104 

01100000 

0 

00000011 

151 

11101111 

0 

00111001 

105 

11000000 

0 

01100010 

152 

01011001 

1 

11101000 

106 

00000111 

0 

01001101 

153 

10110010 

0 

01001000 

107 

00001110 

1 

11001100 

154 

11100011 

0 

01011010 

108 

00011100 

1 

11100101 

155 

01000001 

1 

10010100 

109 

00111000 

1 

10010000 

156 

10000010 

0 

00100010 

110 

01110000 

1 

10000101 

157 

10000011 

0 

01011001 

111 

11100000 

1 

10001110 

158 

10000001 

1 

11110110 

112 

01000111 

1 

10100010 

159 

10000101 

0 

01101111 

113 

10001110 

0 

01000001 

160 

10001101 

1 

10010101 

114 

10011011 

0 

00100101 

161 

10011101 

0 

00010011 

115 

10110001 

1 

10011100 

162 

10111101 

1 

11111111 

116 

11100101 

0 

01101100 

163 

11111101 

0 

00010000{£-) 

117 

01001101 

1 

11110111 

164 

01111101 

1 

looiiioi 

118 

10011010 

0 

01011110 

165 

11111010 

0 

01011101 

119 

10110011 

0 

00110011 

166 

01110011 

0 

01010001 

120 

11100001 

1 

11110101 

167 

11100110 

1 

10111000 

121 

01000101 

0 

00001101 

168 

01001011 

1 

11000001 

122 

10001010 

1 

11011000 

169 

10010110 

0 

00111101 

123 

10010011 

1 

11011111 

170 

10101011 

0 

01001111 

124 

10100001 

0 

00011010 

171 

11010001 

1 

10011111 

125 

11000101 

1 

10000000(1^)172 

00100101 

0 

00001110 

126 

00001101 

0 

00011000 

" 173 

01001010 

1 

10111010 

127 

00011010 

1 

11010011 

174 

10010100 

1 

10010010 

128 

00110100 

1 

11110011 

175 

10101111 

1 

11010110 

129 

01101000 

1 

11111001 

176 

11011001 

0 

01100101 

130 

11010000 

1 

11100100 

177 

00110101 

1 

10001000 

131 

00100111 

1 

10100001 

178 

01101010 

0 

01010110 

132 

01001110 

0 

00100011 

179 

IIOIOIOC 

0 

01111101 

133 

10011100 

0 

01101000 

180 

00101111 

0 

01011011 

134 

10111111 

0 

01010000 

181 

01011110 

1 

10100101 

135 

11111001 

1 

10001001 

182 

10111100 

1 

lOOOC’ 00 

136 

01110101 

0 

01100111 

183 

11111111 

1 

10111111 

137 

11101010 

1 

11011011 

184 

01111001 

0 

00000100(1,) 

138 

01010011 

1 

10111101 

185 

11110010 

1 

10100111 

139 

10100110 

0 

01010111 

186 

01100011 

1 

11010111 
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Table 4. Two Representations of Field Elements in GF(2 ) (contd) 


n of a" 

i of 0 ^ 

Tr(a") 

j of 

01234567 

n of a® 

i of 0 ^ 

Tr(a”) 

j of 

01234567 


76543210 



76543210 


187 

11000110 

0 

01010100 

234 

10001100 

1 

11101110 

188 

00001011 

0 

00101110 

235 

10011111 

1 

10111100 

189 

00010110 

1 

10110000 

236 

10111001 

0 

01100110 

190 

00101100 

1 

10001111 

237 

11110101 

1 

11101010 

191 

01011000 

1 

10010011 

238 

01101101 

0 

00011011 

192 

10110000 

1 

11100111 

239 

11011010 

1 

10110001 

193 

11100111 

1 

11000011 

240 

00110011 

1 

10111110 

194 

01001001 

0 

01101110 

241 

01100110 

0 

00110101 

195 

10010010 

1 

10100100 

242 

11001100 

0 

00000001 (^) 

196 

10100011 

1 

10110101 

243 

00011111 

0 

00110001 

197 

11000001 

0 

00011001 

244 

00111110 

1 

10100110 

198 

00000101 

1 

11100010 

245 

01111100 

1 

11100110 

199 

00001010 

0 

OlOlOlOl 

246 

11111000 

1 

11110010 

200 

00010100 

0 

00011111 

247 

01110111 

1 

11001000 

201 

00101000 

0 

00010110 

248 

11101110 

0 

01000010 

202 

01010000 

0 

01101001 

249 

01011011 

0 

01000111 

203 

10100000 

0 

01100001 

250 

10110110 

1 

11010001 

204 

11000111 

0 

00101111 

251 

lllOlOil 

1 

10100000 

205 

00001001 

1 

10000001 

252 

01010001 

1 

00010010 

206 

00010010 

0 

00101001 

253 

lOlOOUlO 

1 

11001110 

207 

00100100 

0 

01110101 

254 

11000011 

1 

10110110 

208 

01001000 

0 

00010101 





209 

10010000 

0 

00001011 





210 

10100111 

0 

00101100 





211 

11001001 

1 

11100011 





212 

00010101 

0 

01100100 





213 

00101010 

1 

10111001 





214 

01010100 

1 

11110000 





215 

10101000 

1 

10011011 





216 

11010111 

1 

10101001 





217 

001 01 001 

0 

01101101 





218 

01010010 

1 

11000110 





219 

10100100 

1 

11111000 





220 

11001111 

1 

11010101 





221 

00011001 

0 

00000111 





222 

00110010 

1 

11000101 





223 

01100100 

1 

10011010 





224 

11001000 

1 

10011000 





225 

00010111 

1 

11001011 





226 

00101110 

0 

00100000 (u) 




227 

01011100 

0 

00001010 





228 

10111000 

0 

00011101 





229 

11110111 

0 

01000101 





230 

01101001 

1 

10000010 





231 

11010010 

0 

01001011 





232 

00100011 

0 

00111000 





233 

01000110 

1 

11011001 
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VI. HARDWARE COST OF RS ENCODERS - CONVENTIONAL VS BERLEKANP*S ARCHirECTURE 

There ere t%n> existing designs utilizing Galileo fllghtoqualif led parts with 
enough similarity in their functional specifications to make a meaningful com- 
parison. 

(1) One is a conventional (255, 223) RS encoder with an interleaving depth 
I of 2. It accepts a bit-serial input of up to approximately 800 kbits 
per second. An input sequence comprised of 2 sets of 223 8-blt symbols 
(l.e., 3538 bits) need not be continuous. This encoder will serve as 
an outer encoder for compressed imaging data aboard the Galileo space- 
craft. 

(2) The other is a (255, 223) RS encoder utilizing Berlekamp's architecture 
with an interleaving depth I of 5. The (2551, 2231) code can be 
shortened to a ((255-Q)I, (223-Q)I) shortened code where 

223 - Q 2 1 

The leading QI s 3 mibols of the shortened code are viewed as O's (00. ..0) 
and discarded. It accepts a bit-serial input up to approximately 400 
kbits per second. Ar input sequence comprised of 5 sets of 223-Q 8-bit 
symbols need not be continuous. This encoder was designed and imple- 
mented in breadboard form by E.R. Berlekamp of Cyclotomics Inc. under a 
JPL contract. It has been adopted as the outer encoder for all science 
and engineering data emanating from the NASA ISPM spacecraft. The JPL 
specifications were in accordance with Galileo requirements, which 
exceed those of ISPM (specifically serial input and output bit rates). 
The (255, 223) RS code with an interleaving depth of 5 was a contender 
to the (24, 12) extended (binary) Golay code (bit) interleaved to ^ 
depth of 36. The extended Golay code was the early choice for the outer 
code of nonimaging science data for the Galileo spacecraft. Subsequent 
to a third and final review, the extended Golay code will serve as the 
outer code. However, packetized telemetry with RS/convolutional con- 
catenated coding has been adopted as a NASA-JPL standard for future 
spacecraft missions. 
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The logic building blocks used in (1) and (2) mre Integrated circuits (ICs) 
in the Complenentary-synmetry Metal Oxide Sealconductor (CMOS) family. Low power 
and amenability to radiation hardening are characteristics of CMOS technology that 
are essential in space applications. ROMs and RAMs each occupy 3 16>pin IC loca> 
tlons on flight circuit boards. The number of ICs and IC locations for each 
design are as follows: 

(1) Conventional RS encoder 

Total number of ICs excluding ROMs and RAMs 26 

Total number of ROMs and RAMs 24 

Total number of 16 pin locations 98 

(2) RS encoder with Berlekamp architecture 

Total number of ICs excluding RAMs 31 

Total number of RAMs 8 

Total number of 16 pin locations 5. 

VII. TESTING RS ENCODERS 


A. INTRODUCTION 

As described in Section IV, a conventional RS encoder contains an FSR. If 
symbol interleaving is required, each register section of the FSR is lengthened 
by a factor of I (see Eq. 10). An RS encoder utilizing Berlekamp's architecture 
similarly incorporates an FSR. It differs principally from a conventional encoder 
in that symbol multiplication is bit-serial and is realized in hardware. 

223 

The size of the codeword dictionary of a (255, 223) RS code is (256) or 
2^^®^ (which approximately equals 10^^^). However, the number of information 
symbol sequences required to test the functional integrity of an encoder is 
surprisingly small. This is due to the linearity, cyclic structure and other 
properties (subsequently discussed) of RS codes. 

Three classes of RS symbol sequences provide a user with a simple, systematic 
and effective means of testing conventional as well as Berlekamp types of RS 
encoders. Hereafter, the classes of symbol sequences are referred to as the 
generator polynomial coefficient sequence (GCS), the constant symbol sequence 
(CS), and the iterative symbol sequence (IS). 

Conventional and Berlekamp type of (255, 223) RS en''oders are assumed to have 
the same self-reciprocal generator polynomial whose coefficients appear in (22). 


46 



origins** ® 

OF POOR Q^ALfTY 


The representation of symbols associated with the conventional encoder are the 
polynomials In a appearing in Table 4. Corresponding to each polynomial In a 
Is the representaticn In the dual basis of symbols associated with the Berlekamp- 
type encoder. Given 


n 7 
a “ u^a 


UgO 


+ u 


0 


the corresponding element Is 


2 - 2q£(, + 2^1^ + 


where 


(2o. 2^, •••, 2^1 - [U^. U^. Uq] 


and 


o£ 


10001101 

lllOlill 

illOllOO 

iOOOOliO 

11111010 

10011001 

iOlOllll 

01111011 


(24) 


Row 1, row 2, 


and row 8 in T are representations In the dual basis of a 


(10 


, 0), a (010 ••• 0), and a (00 • 01), respectively. The Inverse 


of T - is 
al 
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11000101 

01000010 

00101110 

11111101 

11110000 

01111001 

10101100 

11001100 


( 23 ) 


Row 1, row 2, •••, and' row 8 In ^ are polynomials in o corresponding to 
(10 •** 0), (010 ••• 0), *•*, and (00 ••• 01), respectively. Thus 


[Zq, z^. •••, Z^l - [Uy. u^. •••. Uq] 

Given a conventional and a Berlekamp type of an (N,K) RS encoder with a 
common g(x). The transformational equivalence of codewords is illustrated in 
Fig. 5. 

B. TEST SEQUENCES 

1 . The Generator (Polynomial) Coefficient Sequence (GCS) 

The generator polynomial and every scalar multiple of the generator poly- 
nomial of an RS code are codeword polynomials of lowest degree. Consider the 
information symuol sequence 


Ss4 Ss3 S3 ^32 

* * * 0 

a a • • • a a 

associated with a conventional (255, 223) RS encoder. Only the last Information 
symbol C^^ nonzero. Thus 


I(x) - a° (00 ••• 01) 
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•nd 


31 

x^^l(x) 5 ^ G^x* BOd g(x) 
1-0 


where G^q« ***, Gq as given In (2Z) are the check syabols. The encoded word 

is 


S2 Si So S9 “ S S S S 

0 249 59 66 66 59 249 0 


the CCS where the leadli ^ all-zeros symbols are not shown. 
Every codeword polynomial 


C(x) - x^^^ + C 253 x^^^ + • • • + CjX + Cq 


contains g(x) as a factor and is a member of a pr incipal ideal of the 
255 8 

(x -1) over GF(2 ) where g(x) is a generator of the ideal (see Ref. 


254 2 255 

xC(x) - 0^33 X + ••• + Cj^ X + CqX + X 


- 0^53 x^^^ + ••• + Cj x^ + C^x + 


ring Fix] / 
2). Thus 


since 


255 

X 


1 ntod X 


255 


- 1 . 
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The coefficients of xC(x) ere a cyclic pernutatlon one place to the left of 
those of C(x). It follows that cyclic penuitations of a CCS are codewords. 
FVirthenoret linear combinations of GCSs and cyclic permutations of GCSs are 
also codewords. 

Example 9 

The results of a GCS-type test on a Berlekamp-type encoder with symbol inter- 
leaving to a depth of 5 appear in Table 5. Each of the 5 columns of 8-bit symbols 
is a code%rord. The encoder is initially cleared and the 5 sets of leading '^n'ot- 
matlon symb'tls (^254 ^33^ zeros are not shown. Information symbols 

enter and check symbols exit row by row as shown in the delnterleaved arrangement 
of Table 5. Note t' tt C^2 codeword 5 is the only nonzero information symbol. 
The information symbol vlth the resulting check symbols through C^) is 

a representation of a scalar multiple of the GCS in the dual basis. From (25) 
and (22), 


IC 


32’ '*31* 


SI 


-1 


-93 


ai 


IG32, G33, 




Successive applications of the functions in (23) on z (11 ••• 1), Sz, *•*, 6^z 
(for 6 in (19)) yield the like components •••, of the 

symbols ^31* “*» S codeword 5 in Table 5. As in Table 3 for Example 8, 

the GSC provides a simple check on the derived T. functions and z- (i.e., Tr(6^a”)). 

X. o 

□ 

Example 10 

A test run on a Berlekamp encoder resulting in a cyclic permutation of the 
GCS in Example 9 is given in Table 6. The information symbols C33 and €3^ of 

codeword 5 result in a GCS that is cyclically shifted upward one symbol. C.,, 

a 

(a ) in Example 9 is in Example 10. The leading 222 information symbols in 
this example are all zeros. 

Clearly, an all-zeros symbol (information and check) sequence is a codeword 

(e.g., codewords 1 through 4). It is the Identity element of the linear (code) 

A n 

space and is representable as a g(x). ^ 
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Table 5. 

CCS Teat for a 

Berlekaap Encoder 




Codeword 


1 

2 

3 

4 

5 





•o *7 

00000000 

00000000 

00000000 

00000000 

11111111 

00000000 

oocooooo 

00000000 

00000000 

00100010 

00000000 

00000000 

00000000 

00000000 

00000111 

00000000 

00000000 

00000000 

. 00000000 

00011101 

00000000 

00000000 

00000000 

00000000 

01010001 

00000000 

00000000 

00000000 

00000000 

10000001 

oooocooo 

00000000 

00000000 

00000000 

00111111 

00000000 

00000000 

00000000 

00000000 

11110110 

00000000 

00000000* 

00000000 

00000000 

10000110 

00000000 

00000000 

00000000 

00000000 

11100111 

' 00000000 

00000000 

00000000 

00000000 

01011101 

00000000 

00000000 

00000000 

00000000 

11110101 

00000000 

00000000 

00000000 

00000000 

01100100 

00000000 

00000000 

00000000 

00000000 

OOOIllOl 

00000000 

00000000 

00000000 

00000000 

00110111 

00000000 

00000000 

00000000 

00000000 

10111000 

00000000 

00000000 

00000000 

00000000 

11010111 

00000000 

00000000 

00000000 

00000000 

10111000 

00000000 

00000000 

00000000 

00000000 

00110111 

30000000 

00000000 

00000000 

00000000 

00011101 

00000000 

00000000 

00000000 

00000000 

01100100 

00000000 

00000000 

00000000 

00000000 

11110101 

00000000 

00000000 

00000000 

00000000 

01011101 

00000000 

00000000 

00000000 

00000000 

mooiii 

00000000 

00000000 

00000000 

00000000 

lOOOCllO 

00000000 

00000000 

00000000 

00000000 

llllOllC 

00000000 

00000000 

00000000 

00000000 

00111111 

00000000 

00000000 

00000000 

00000000 

10000001 

00000000 

00000000 

00000000 

00000000 

01010001 

00000000 

00000000 

00000000 

00000000 

00011101 

00000000 

00000000 

00000000 

00000000 

00000111 

00000000 

00000000 

00000000 

00000000 

00100010 

00000000 

00000000 

00000000 

00000000 

11111111 Cq 
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Table 6* A Cyclic Pernutatlon of 
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Codeword 



1 

2 

3 

4 

5 





*0 *7 

00000000 

oooooooo 

oooooooo 

oooooooo 

11111111 C33 

00000000 

00000000 

oooooooo 

90000000 

00100010 C32 

oocooooo 

oooooooo 

oooooooo 

oooooooo 

00000111 

00000000 

oooooooo 

oooooooo 

oooooooo 

00011101 

00000000 

oooooooo 

oooooooo 

oooooooo 

01010001 

00000000 

oooooooo 

oooooooo 

oooooooo 

10000001 

00000000 

oooooooo 

oooooooo 

oooooooo 

00111111 

00000000 

oooooooo 

oooooooo 

oooooooo 

11110110 

00000000 

oooooooo 

oooooooo 

oooooooo 

10000110 

00000000 

oooooooo • 

oooooooo 

oooooooo 

lllOOlll 

00000000 

oooooooo 

oooooooo 

oooooooo 

01011101 

ocoooooo 

oooooooo 

oooooooo 

oooooooo 

illlOlOl 

00000000 

oooooooo 

oooooooo 

oooooooo 

01100100 

00000000 

oooooooo 

oooooooo 

oooooooo 

00011101 

00000000 

oooooooo 

oooooooo 

oooooooo 

C-'llOlll 

00000000 

oooooooo 

oooooooo 

oooooooo 

10111000 

00000000 

oooooooo 

oooooooo 

oooooooo 

11010111 

00000000 

oooooooo 

oooooooo 

oooooooo 

10111000 

00000000 

oooooooo 

oooooooo 

oooooooo 

00110111 

00000000 

oooooooo 

oooooooo 

oooooooo 

00011101 

00000000 

oooooooo 

oooooooo 

oooooooo 

01100100 

ooouoooo 

oooooooo 

oooooooo 

oooooooo 

11110101 

00000000 

oooooooo 

oooooooo 

oooooooo 

01011101 

00000000 

oooooooo 

oooooooo 

oooooooo 

11100111 

00000000 

oooooooo 

oooooooo 

oooooooo 

10000110 

00000000 

oooooooo 

oooooooo 

oooooooo 

11110110 

00000000 

oooooooo 

oooooooo 

oooooooo 

00111111 

00000000 

oooooooo 

oooooooo 

oooooooo 

10000001 

00000000 

oooooooo 

oooooooo 

oooooooo 

01010001 

00000000 

oooooooo 

oooooooo 

oooooooo 

00011101 

00000000 

oooooooo 

oooooooo 

oooooooo 

00000111 

00000000 

oooooooo 

oooooooo 

oooooooo 

00100010 

00000000 

oooooooo 

oooooooo 

oooooooo 

11111111 

00000000 

oooooooo 

oooooooo 

oooooooo 

oooooooo Cq 
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Tables 7 and 8 present test runs on a Berlekamp encoder whereby ^ 

type tests are the unit vectors (10 0), (010 ••• 0)» •••, (00 01), re- 

spectively, in the dual basis. “Adding” corresponding symbols yields the (scalar 
multiple of the) GSC in Table 5. The code's generator matrix can be obtained 
from linear combinations of cyclic permutations of the GCS-type sequences. Each 
of the 223 distinct codewords in the code's generator matrix has one and only one 
nonzero information symbol. ^ 

Consider the check symbol sequences for 20 Information symbol sequences where 
each information symbol is randomly selected. Those computed by the encoder could 
be compared with those derived from the code's generator matrix. A symbol-by- 
symbol match for each of the 20 pairs of check symbol sequences would verify the 
functional integrity of an RS encoder with an extremely high degree of confidence. 
Additicnal tests serve to increase that degree of confidence. 

2. The Constant (Symbol) Sequence (CS) 

255 

The polynomial x -1 factors are as follows. 


255 , 
X -1 


(x-l)(x 


254 


+ X 


253 


+ X + 1> 


Since the roots of g(x) are among the 255 roots of unity (i.e., the nonzero 
q 2 SS 

elements of GF(2 )), g(x) divides x -1. Since 


(g(x), x-1) = 1 

g(x) must divide the factor of degree 254. Thus f(x) and any scalar multiplie 
Kf(x) where 


254 

f (x) - x^ and K e GF(2®) 

i-0 

are codewords. The inlormation symbol sequence 
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Tabic 7. 

CCS Type Tests with 

C^2 

of Unit Vectors 

in the Dual Basis 



Codeword 



1 

2 

3 

4 

5 




*0 *7 


00000001 

ooooooie 

00000100 

00001000 

00000000 Cj2 

01100110 

10101011 

01010110 

10101100 

00000000 

00001000 

00011000 

00110001 

01100010 

00000000 

00100111 

01101000 

11010001 . 

10100010 

00000000 

11110010 

00010111 

00101110 

01011100 

00000000 

lOCOOOll 

10000101 

00001010 

00010100 

00000000 

01000001 

11000011 

10000111 

00001110 

00000000 

00011011 

00101101 

01011011 

10110111 

00000000 

10001011 

looiiidi 

00111011 

01110110 

00000000 

00101000 

01111000 

11110000 

11100001 

00000000 

11100110 

00101010 

01010100 

10101000 

00000000 

00011111 

00100001 

01000011 

10000110 

00000000 

10101101 

11110111 

11101110 

11011100 

00000000 

00100111 

01101000 

11010001 

10100010 

00000000 

. 01011001 

11101010 

11010100 

10101001 

00000000 

11001000 

01011000 

10110000 

01100000 

00000000 

OllllOOi 

10001010 

00010101 

00101010 

00000000 

11001000 

01011000 

10110000 

01100000 

00000000 

01011001 

11101010 

11010100 

10101001 

00000000 

00100111 

01101000 

11010001 

10100010 

00000 DOO 

10101101 

11110111 

11101110 

11011100 

00000000 

00011111 

00100001 

01000011 

10000110 

00000000 

11100110 

00101010 

01010100 

10101000 

0000 00 

00101000 

01111000 

11110000 

11100001 

OOOOCl 00 

10001011 

10011101 

00111011 

01110110 

00000000 

00011011 

00101101 

01011011 

10110111 

00000000 

01000001 

11000011 

10000111 

00001110 

00000000 

10000011 

10000101 

00001010 

00010100 

00000000 

11110010 

00010111 

00101110 

01011100 

00000000 

00100111 

01101000 

11010001 

10100010 

00000000 

00001000 

00011000 

00110001 

01100010 

00000000 

01100110 

10101011 

01010110 

10101100 

00000000 

00000001 

00000010 

00000100 

00001000 

00000000 Cq 
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Table 8. GCS Type Tests with C^2 * Second Set of Unit Vectors In t'ne Dual Basis 




Codeword 



1 

2 

3 

4 

5 




*C *7 


00013000 

00100000 

01000000 

10000000 

00000000 0^2 

01011001 

11010101 

10101010 

00110011 

00000000 

11000101 

10000011 

00000110 

00000100 

00000000 

01000101 

10101101 

01011010 

lobiooii 

00000000 

10111000 

10000010 

00000101 

11111001 

00000000 

00101001 

11010000 

10100001 

11000001 

00000000 

00011100 

01111000 

11110000 

10100000 

00000000 

01101111 

11000101 

. 10001011 

COOOllOl 

00000000 

11101100 

01010011 

10100111 

11000101 

00000000 

11000011 

10101111 

01011110 

10010100 

00000000 

01010001 

01000101 

10001010 

11110011 

00000000 

00001101 

00000100 

00001000 

00001111 

00000000 

10111001 

11011110 

10111101 

11010110 

00000000 

01000101 

10101101 

01011010 

10010011 

00000000 

01010010 

11111101 

11111010 

10101100 

00000000 

11000001 

01001011 

10010110 

11100100 

00000000 

01010100 

11010001 

10100010 

00111100 

00000000 

11000001 

01001011 

10010110 

iiiooloo 

00000000 

01010010 

11111101 

11111010 

10101100 

00000000 

01000101 

10101101 

01011010 

10010011 

00000000 

10111001 

11011110 

10111101 

11010110 

00000000 

00001101 

00000100 

00001000 

00001111 

00000000 

01010001 

01000101 

10001010 

11110011 

00000000 

11000011 

10101111 

01011110 

10010100 

00000000 

11101100 

01010011 

10100111 

11000101 

00000000 

01101111 

11000101 

10001011 

00001101 

00000000 

00011100 

01111000 

11110000 

10100000 

00000000 

00101001 

11010000 

10100001 

11000001 

00000000 

10111000 

10000010 

00000101 

11111001 

00000000 

01000101 

10101101 

01011010 

10010011 

00000000 

11000101 

10000011 

00000110 

00000100 

00000000 

01011001 

11010101 

10101010 

00110011 

00000000 

00010000 

00100000 

01000000 

10000000 

00000000 Cq 
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C C • • • f* 

^254 ^253 ^32 

K K ••• K 

results In check symbols through that are also equal to K. 

In Table 9, codewords 2 through 5 are CS test sequences* Note that codeword 
1 added to codeword 5 in Table 5 cyclically shifted downward one symbol is a CS 
of 11 *** l*s in the dual basis* 

3. Iterative (Symbol) Sequences (ISs) 

Over every field x^-1 divides x^-1 if and only if d divides n* In any field 
which contains a primitive n^^ root of unity 


n-1 

x^-“l = (x-a^) 

i=0 


as discussed in Ref. 1. Also if n = kd, then 


0 k 2k 

a , a , a , 


a(d-l)k 


are roots of 


d 

X 


-1 


0 


Consider the polynomials 


Q.(x) 


255 , 
X -1 


(255/d)-l 


d 

X 


:r- E 

j-O 


where d divides 255 ■ 3*5*17. Since 


255 , 

X -1 • (x -1) Qj(x) 
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Table 9. One Nonconstant and Four CS Type Tests Applied to a Berlekamp Encoder 




Codeword 



1 

2 

3 

4 

5 

*0 *7 





00000000 

11111111 

11111111 

11111111 

11111111 c 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

11111111 

• • • 

11111111 

m m m 

11111111 

11111111 

• • • 

11111111 

11111111 C^2 

00000000 

11111111 

11111111 

11111111 

11111111 

11011101 

11111111 

11111111 

11111111 

11111111 

11111000 

11111111 

11111111 

11111111 

11111111 

11100010 

11111111 

11111111 

11111111 

11111111 

10101110 

11111111 

11111111 

11111111 

11111111 

01111110 

11111111 

11111111 

11111111 

11111111 

11000000 

11111111 

11111111 

111] 1111 

11111111 

00001001 

11111111 

11111111 

11111111 

11111111 

01111001 

11111111 

11111111 

11111111 

11111111 

00011000 

11111111 

11111111 

11111111 

11111111 

10100010 

11111111 

11111111 

11111111 

11111111 

00001010 

11111111 

11111111 

11111111 

11111111 

10011011 

11111111 

11111111 

11111111 

11111111 

11100010 

11111111 

11111111 

11111111 

11111111 

11001000 

11111111 

miiiii 

11111111 

11111111 

01000111 

11111111 

11111111 

11111111 

11111111 

00101000 

11111111 

11111111 

11111111 

11111111 

01000111 

11111111 

11111111 

11111111 

11111111 

11001000 

11111111 

11111111 

11111111 

11111111 

11100010 

11111111 

11111111 

11111111 

11111111 

10011011 

11111111 

11111111 

11111111 

11111111 

00001010 

11111111 

11111111 

11111111 

Ilium 

10100010 

11111111 

11111111 

11111111 

11111111 

00011000 

11111111 

11111111 

11111111 

11111111 

01111001 

11111111 

11111111 

11111111 

11111111 

00001001 

11111111 

11111111 

11111111 

11111111 

11000000 

11111111 

11111111 

11111111 

11111111 

01111110 

11111111 

11111111 

11111111 

11111111 

10101110 

11111111 

11111111 

11111111 

11111111 

11100010 

11111111 

11111111 

11111111 

11111111 

11111000 

11111111 

11111111 

11111111 

11111111 

llOlllCl 

11111111 

11111111 

11111111 

11111111 
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g(x) divides Q^(x) if g(x) end x**-l have no coonon roots (i.e., (g(x), x**-!) ■ 1) . 
The roots {R^} of 


x**-l 


0 


for various values of d are 


{R3} 

{Rj} 

{Rj^j} 


{a^ : i - 0, 85, 170} 

{a^ : i « 0, 51, 102, 153, 204} 

{o^ : i - 0, 17, 34, 51, 68, 85, 102, 119, 136, 153, 170, 
187, 204, 221, 238} 

{a^ : i » 0, 15, 30, 45, 60, 75, 90, 105, 120, 135, 

150, 165, 180, 195, 210, 225, 240} 


The roots of g(x) whose coefficients are given in (22) are 


{R^} - {(a^^)^ : 112 < j ^ 143} 

or (in ascending powers of a) 

- : 1 • 1, 10, 12, 21, 23, 32, 34, 43, 45, 56, 67, 78, 

89, 100, 111, 122, 133, 144, 155, 166, 177, 
188, 199, 210, 212, 221, 223, 232, 234, 243, 
245, 254} 


Since {R>} and {R } have no common elements g(x) divides 
3 g 


Q3(x) 


255 

j-O 
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C(x) • (S2X^ + SjX + 8 q) QjCx) 

g 

where 82* s^i Sq e GF(2 ) is a codeword polynomial. 

Denote the symbol sequence 82* s^t s^ by S. Then C(x) corresponds to the 


IS 


S S • • ■ S S2 Sj^ Sp S S 


223 symbols 32 symbols 


which is a codeword. Similarly, {R^} and {R^} have no common elements and g(x) 
divides 


255 

„ . ^ -1 5j 

Qj(x) « — ^ * > X 


”-l V 

S , " 

j-0 


and 


C(x) - (s^x^ + SjX^ + ••• + Sp) Qj(x) 

g 

where Sj^ e GF(2 ) is a codeword corresponding to an IS. Clearly, ISs of length 

15 and 17 are not codewords since ^^17^ each have elements contained 

in {R }. (Note that CSs are special cases of ICs.) 

R 

C. RELIABILITY TESTING OF A BERLEKAMP RS ENCODER 

The 4 nonzero test sequences appearing In Table 10 were contrived by Berle- 


kamp. None are 

valid codewords. 

The only 

nonzero row of 

information symbols 

1 

2 

3 

4 

5 

*0 *7 

00000010 

00000100 

00001000 

00010000 

00000000 
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A Real lability Test for a Berlekamp Encoder 



Symbol Sequence 


1 

2 

3 4 

5 

*0 *7 




00000010 

00000100 

00001000 00010000 

00000000 1»254 

00000000 

00000000 

00000000 00000000 

00000000 


00000000 00000000 00000000 00000000 00000000 (all night run) 


00000000 

00000000 

00000000 

00000000 

00000000 C32 


OlOOlOOl 

10010010 

00100100 

01001000 

00000000 


11001110 

10011100 

oniiioco 

01110001 

00000000 


01011100 

10111000 

01110000 

11100000 

00000000 


01000101 . 

10001010 

00010101 

00101010 

00000000 


00011110 

00111101 •* 

01111010 

11110100 

00000000 


11001111 

10011111 

00111111 

01111110 

00000000 


10100110 

01001101 

10011010 

00110100 

00000000 


10100111 

01001110 

10011101 

00111011 

00000000 


11111111 

11111110 

11111101 

11111010 

00000000 


01001110 

10011101 

00111011 

01110110 

00000000 


10100011 

01000110 

10001101 

00011010 

00000000 


11011011 

10110110 

01101100 

11011001 

00000000 


10111011 

01110111 

11101111 

11011111 

00000000 


01000001 

10000010 

00000101 

00001011 

00000000 


01111011 

11110111 

11101110 

11011100 

00000000 


10101100 

01011001 

10110011 

01100111 

00000000 


00001011 

00010111 

00101110 

01011100 

00000000 


10011110 

00111100 

01111001 

11110011 

00000000 


00110000 

01100001 

11000010 

10000100 

00000000 


01001011 

10010110 

00101100 

01011000 

00000000 


01010000 

10100000 

01000001 

10000010 

00000000 


10010100 

00101000 

01010000 

10100000 

00000000 


00111001 

01110010 

11100100 

11001000 

00000000 


00111100 

01111001 

11110011 

11100110 

00000000 


00100110 

01001100 

10011001 

00110011 

00000000 


00001000 

00010000 

OOlOOOOi 

01000011 

00000000 


11010000 

10100001 

01000010 

10000101 

00000000 


10001111 

00011110 

00111101 

01111010 

00000000 


10011110 

00111100 

01111001 

11110011 

00000000 


00111011 

OlllOllO 

11101100 

11011000 

00000000 


01000011 

10000110 

00001101 

00011011 

00000000 


00110000 

01100001 

11000010 

10000100 

00000000 Cq 
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was entered after clearing the encoder. Given 


‘0 ‘1 


then 


“ *1 *2 * “ *8 


where 

g 

Zg - Tr(B z) ■ Zq + Zj^ + Zj + z^. 

Thus each of the nonzero symbols starting with 2 Is B times its p^'edecessor . 
This row of information symbols followed by rows of all zeros far exct -.ing 222 
rows was entered into the encoder in the message mode over a period of 15 hours at 
a clock input speed of 1.6 MHz. Each clock time interval is comprised of 4 
phases, resulting in an effective 4-kHz internal dork speed. Corresponding to 
the row just below the row labeled CJ 2 * the output was switched to the check mode 
(after the 1.6-MHz clock was switched to the single-step mode to reach the correct 
phase by single-stepping the clock and monitoring the encoder's Internal signals). 
Each nonzero sequence of symbols from colunm 2 through 4 should be B times the 
symbols of the preceding column. This may be readily verified visually because 
of the simple relationship between z and Bz- The initial row was chosen whereby 
Zg for each Bz is zero. Any plausible sequence of Dialfunctions during the run 
would very likely alter the expected outcome. 

VIII. CONCLUSIONS 

The IC part count of the (255, 223) RS encoder employing Berlekamp's archi- 
tecture is 39, of which 9 are RAMs. RAMs are classified as Large-Scale Inte- 
grated Circuits (LSIs). The -remaining 30 are Small-Scale Integrated Circuits 
(SSIs). The conventional (255, 223) RS encoder contains 60 ICs of which 24 are 
LSIs (i.e., RAMs and ROMs). Constraints of power, weight and volume clearly favor 
Berlekamp* s architecture in an 1C implementation for spacecraft utilization 
Implementat ion . 
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Th« conparison of Very-Large-scale Integrated Circuit (VLSI) Implementations 
of conventional and Berlekamp-type RS encoders ir considerably less conclusive . 

In a VLSI implementation, logical element*: and connection paths reside on a 
single chip. Logical elements provide processing and memory, and controlled 
connection paths provide communication between a processor and memory. 

Unlike the case for IC design, complexity is not a function of the number of 
logical elements but rather of the active chip area they occupy. Patterns with 
inherent regularity such as those ussociafH with ROMs and RAMs are amenable to 
VLSI designs where active chip area is at a premium (see Ref. 14). In IC designs, 
external interconnecting wires between ICs contribute insignificantly to propa- 
gation delay in a reasonable layout. By contrast, connection paths in VLSI 
designs can significantly affect active chip area and propagation delays. 

A figure of merit for comparing VLSI Implementations is the space-time 
product. Space is a measure of active chip area, whereas time is a measure of 
throughput. Parallelism in connection paths (where path-sharing is minimized) 
Increases throughput at the expense of chip area. A VLSI implementation of a 
conventional RS can match the throughput of a Berlekamp type at the expense 

of additional active chip area. For spacecraft applications, however, the potential 
throughput (speed) far exceeds the downlink telemetry rates anticipated for the 
remainder of this century. 

NASA and the European Space Agency (ESA) have formed the NASA/ESA Working 
Group for Space Data Systems Standardization (NEWG) . Telemetry channel coding 
appears in the "Guidelines for Data Communication Standards" (Ref. 15), which 
specify the (255, 223) RS code whose ma .lematlcal characterization appears in 
Section V herein. The representation of RS symbols will be in the dual basis 
(Table 4) in accordance with Berlekamp* s architecture. The success of the 
Berlekamp architecture is reflected in its adoption by NASA/ESA in the guide- 
lines (Ref. 15). 
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